	TB3 Tipping Bucket Raingauge 

	Model:
	TB3

	Prod#:
	prod-025

	Product Type:
	Meteorological Equipment

	Categories:
	Tipping Bucket Raingauges

	Description:
	The Hydrological Services Tipping Bucket Rain gauge is recognized as the standard for measuring rainfall and precipitation in remote unattended locations. The integrated siphon mechanism delivers high levels of accuracy funnel with steel leaf sieve, an integrated siphon control mechanism, an outer enclosure with quick release fasteners, and base which houses the tipping bucket mechanism. The unit includes dual out put reed switch with Varistor protection as well as dual rainfall discharge outlets for water collection and/or analysis. Insect screens are fitted to all outer openings. The bucket tips when precipitation of 0.01 inch, 0.2mm, 0.5mm or 1.0mm has been collected. Each tip is marked by a reed switch closure and stored to a Data Logger and / or used by Telemetry System.

Model TB-3 Raingauge is designed for general rainfall measurements. The Receiver is 200mm in diameter and 1.0mm or 0.01 inch of precipitation. The 0.2, 0.5mm and 0.01 inch gauges are supplied with a siphon for improved calibration. The siphon can be dismantled for routine servicing.

ACCESSORIES:
Rainfall Data Logger - Model RRDL-3 (to view this product, please view the specific section for this product within this website).

Rainfall Sentry - Model RS-2 (to view this product please view the specific section for this product within this website).

	


FIGURE: TB3 Tipping Bucket Raingauge

	Specifications:
	Supplied complete with 10m of connecting lead. 
RECEIVER: 200mm+/-0.3 diameter with 
powder coated machined rim 
one tip at a 0.01 inch, 0.2 mm, 
0.5 mm or 1.0 mm.

SENSITIVITY: 0-700 mm/hr.

CALIBRATION: +/-2% 25-500 mm/hr. long term
stables calibration 

SENSOR: Tipping Bucket with Siphon

CONTACT: Dual Reed Switch potted in 
SYSTEM Silicon Rubber with Varister 
protection 

CONTACT 
CAPACITY: 12VDC, 0.5 amp max.

CONTACT
TIME: 0.1Second


BUCKET: 0.01inch, 0.2mm & 0.5mm
Injection Molded ABS
Chrome Plated 1.0mm 
Synthetic Ceramic coated 
Brass, balanced to +/-0.05
grams

PIVOTS: Jewel grade sapphire pivots
with stainless steel shaft 

BASE: Die cast aluminum, heat-
treated for long term stability

CATCH: Anodized & powder coated
Aluminum
OUTER 
ENCLOSURE: Powder coated Aluminum with quick release design 

LEVEL: Bulls eye level on base

MOUNTING
HOLES: Three 10mm diameter @ 117mm PCD

DRAIN
FITTINGS: Attachments for 12mm 
diameter clear tubing

INSECT
COVER: Stainless steel mesh on all 
opening.


